Hellermannlyton

Everything in view: with
the inspection camera
Cable Scout Cam

Cable Scout Cam

Cable Scout Cam is a professional WiFi HD inspection camera for visual
inspection of objects up to 10 meters away. It is possible to transmit video
images in real time and take video and photo shots in confined spaces
that would otherwise be difficult to view. This product is compatible with
Android, i0S, Windows and MAC operating systems.

Main features and application areas

+ Wireless image and video transmission via WiFi
« Free app for Android and iOS

- System compatibility: Android, i0OS, Windows, Mac
« IP protection class: IP68 (probe)

+ Viewing angle: 70 °

+ Resolution: 2.0 megapixel

+ Special length: 10 m

+ Cable type: Semi rigid

+ Focal length: 4-8 cm

+ Camera head diameter: 8 mm

« Frequency: 2.4 GHz

+ LED light: Dimmable

Content accessorie: hook, magnet, mirror and a waterproof cap

TYPE Art.-No.
Cable Scout Cam 897-90060




Hellermannlyton

The advantage
when pulling in
the cable:
Cable puller
Cable Scout+

MADE FOR REAL®

Cable Scout+

« Multifunctional tool for professional cable installation

« Time-saving cable installation even in the most difficult environments
« Glass fiber reinforced fiberglass rods

» Tractive force up to 200 kg

- Different sets consisting of a robust bag and accessories

Content Capacity Content
TYPE Description Fibreglass rods (m) Accessorie Art.-No.
CS-SB Basic Set - surtablle for simple cable 10% 1 m (white) 10,0m 15 cm flexible exten5|or.1 (white), 897-90000
installation tasks adapter, large hook, guide eyelet
. 15 cm flexible extension (white),
Luxury set - applicable in complex installation 2x 1 m (white) ring, adapter, large hook, guide eye
cssp | Y ppiica P 6x 1 m (red) 10,0 m 9. adapter, larg - GUIGE &Y€, 1 89790001
situations flat and round guide head, lamp,
2x 1 m (blue)
magnet
1 x 40 cm (white) 40 cm flexible extension (white 0),
CS-SH Mini Set - suitable for the tool bag 2 x 40 cm (red) 1,6m round guide head, small hook, guide | 897-90003
1 x40 cm (blue) eyelet

Subject to technical changes.



